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4.2.3 The measurement procedure for test-
ing the lifetime of general service incandes-
cent lamps shall be as described in IESNA 
LM–49 (incorporated by reference; see § 430.3). 
The lifetime measurement shall be taken by 
measuring the operating time of a lamp, ex-
pressed in hours, not including any off time. 
The percentage of the sample size that meets 
the minimum rated lifetime shall be re-
corded. The lamp shall be deemed to meet 
minimum rated lifetime standards if greater 
than 50 percent of the sample size specified 
in § 429.27 meets the minimum rated lifetime. 

4.2.3.1 Accelerated lifetime testing is not 
allowed. The second paragraph of section 6.1 
of IESNA LM–49 is to be disregarded. 

4.3 Incandescent Reflector Lamps 
4.3.1 The measurement procedure shall be 

as described in IESNA LM–20 (see 10 CFR 
430.22). Lamps shall be operated at the rated 
voltage as defined in § 430.2. 

4.3.2. Lamp lumen output shall be deter-
mined as total forward lumens, and may be 
measured in an integrating sphere at the ref-
erence condition in accordance with § 7.2 of 
IESNA LM–20 (incorporated by reference; see 
§ 430.3) or from an average intensity distribu-
tion curve measured at the reference condi-
tion specified in § 6.0 of IESNA LM–20. Lamp 
electrical power input in watts shall be 
measured and recorded. 

4.3.3 Lamp efficacy shall be determined by 
computing the ratio of the measured lamp 
lumen output and lamp electrical power 
input at equilibrium for the reference condi-
tion. The test report shall conform to sec-
tion 10.0 of IES LM–20 (incorporated by ref-
erence; see § 430.3). 

4.4 Determination of Color Rendering Index 
and Correlated Color Temperature 

4.4.1 The CRI shall be determined in ac-
cordance with the method specified in CIE 
13.3 (incorporated by reference; see § 430.3) for 
general service fluorescent lamps. The CCT 
shall be determined in accordance with the 
method specified in IES LM–9 (incorporated 
by reference; see § 430.3) and rounded to the 
nearest 10 kelvin for general service fluores-
cent lamps. The CCT shall be determined in 
accordance with the CIE 15 (incorporated by 
reference; see § 430.3) for incandescent lamps. 
The required spectroradiometric measure-
ment and characterization shall be con-
ducted in accordance with the methods set 
forth in IESNA LM–58 (incorporated by ref-
erence; see § 430.3). 

4.4.2 The test report shall include a de-
scription of the test conditions, equipment, 
measured lamps, spectroradiometric meas-
urement results, and CRI and CCT deter-
minations. 

[62 FR 29240, May 29, 1997, as amended at 74 
FR 34177, July 14, 2009; 77 FR 4217, Jan. 27, 
2012] 

APPENDIX S TO SUBPART B OF PART 
430—UNIFORM TEST METHOD FOR 
MEASURING THE WATER CONSUMP-
TION OF FAUCETS AND 
SHOWERHEADS 

1. Scope: This appendix covers the test re-
quirements used to measure the hydraulic 
performance of faucets and showerheads. 

2. Flow Capacity Requirements: 

a. Faucets—The test procedures to meas-
ure the water flow rate for faucets, expressed 
in gallons per minute (gpm) and liters per 
minute (L/min), or gallons per cycle (gal/ 
cycle) and liters per cycle (L/cycle), shall be 
conducted in accordance with the test re-
quirements specified in section 6.5, Flow Ca-
pacity Test, of the ASME/ANSI Standard 
A112.18.1M–1996 (see § 430.22). Measurements 
shall be recorded at the resolution of the test 
instrumentation. Calculations shall be 
rounded off to the same number of signifi-
cant digits as the previous step. The final 
water consumption value shall be rounded to 
one decimal place for non-metered faucets, 
or two decimal places for metered faucets. 

b. Showerheads—The test conditions to 
measure the water flow rate for 
showerheads, expressed in gallons per minute 
(gpm) and liters per minute (L/min), shall be 
conducted in accordance with the test re-
quirements specified in section 6.5, Flow Ca-
pacity Test, of the ASME/ANSI Standard 
A112.18.1M–1996 (see § 430.22). Measurements 
shall be recorded at the resolution of the test 
instrumentation. Calculations shall be 
rounded off to the same number of signifi-
cant digits as the previous step. The final 
water consumption value shall be rounded to 
one decimal place. 

[63 FR 13316, Mar. 18, 1998] 

APPENDIX T TO SUBPART B OF PART 
430—UNIFORM TEST METHOD FOR 
MEASURING THE WATER CONSUMP-
TION OF WATER CLOSETS AND URI-
NALS 

1. Scope: This appendix covers the test re-
quirements used to measure the hydraulic 
performances of water closets and urinals. 

2. Test Apparatus and General Instructions: 

a. The test apparatus and instructions for 
testing water closets shall conform to the re-
quirements specified in section 7.1.2, Test 
Apparatus and General Requirements, sub-
sections 7.1.2.1, 7.1.2.2, and 7.1.2.3 of the 
ASME/ANSI Standard A112.19.6–1995 (see 
§ 430.22). Measurements shall be recorded at 
the resolution of the test instrumentation. 
Calculations shall be rounded off to the same 
number of significant digits as the previous 
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